
 

BETA OTA UPDATE RELEASE 3.1 (01/09/2013) 

เช้านี้เราได้ทำการส่งสัญญาณ OTA อีกครั้งเพื่อแก้ไข ช่องของทาง GMM และ RS 

ที่ได้ย้ายไปดาวเทียม Thaicom6A เครื่องของท่านที่เป็นเครื่อง M89 Gen2 (สีดำสามปุ่ม) และ M89 

Gen3 (สีดำหกปุ่ม) ให้เปิดปิดเครื่องใหม่ เพื่อทำการอัพเดทรายการช่องล่าสุด แต่หากเป็น M89 Gen 

1 ให้แก้ความถี่ในช่องที่ท่านต้องการได้ตามนี้ เม่ือเปิดเครื่องข้ึนมาให้กด OK เข้าสู่รายการช่อง 

preview จอเล็ก แล้วให้กดปุ่ม เลข 4 บนรีโมต จากนั้น ให้ใส่พาสเวิร์ด "0000" แล้วกด OK จากนั้น 

ให้แก้ไขค่าความถี่ต่างๆ เม่ือเสร็จแต่ละช่องอย่าลืมกด "บันทึก" ทุกครั้ง 

ความถ่ี/ขั้ว (V แนวตั้ง และ H แนวนอน)/ซิมเบ้ิลเรท    

Audio PID/ Video PID/ PCR PID 

BBTV-7	  (ช่องเจ็ด)	  
3825/H/04702	  
1160/1120/1160	  

CH-6	  
4120/H/30000	  
0302/0402/0302	  
	  

Bluesky	  Ch	  
4120/H/30000	  
0312/0412/0312	  
	  

Dailynews	  
4120/H/30000	  
0311/0411/0311	  
	  

PSI	  CH	  
4120/H/30000	  
0301/0401/0301	  
	  

Workpoint	  
4120/H/30000	  
0609/0781/0609	  
	  

Hit	  Ch	  
4120/H/30000	  
0306/0406/0306	  
	  

Amarin	  Ch	  
4120/H/30000	  
0304/0404/0304	  
	  

ActV	  Channel	  
4160/V/30000	  
0607/0770/0607	  
	  

GMM	  One	  
4160/V/30000	  
0601/0710/0601	  
	  

JKN	  
4160/V/30000	  
0609/0781/0609	  
	  

Starmax	  	  
3800/H/30000	  
0307/0407/0307	  
	  

YOU	  Channel	  
3800/H/30000	  
0308/0408/0308	  
	  

FAN	  TV	  
4160/V/30000	  
0603/0730/0603	  
	  

Sabaidee	  TV	  
3800/H/30000	  
0309/0409/0309	  
	  

BangTV	  
4160/V/30000	  
0604/0740/0604	  
	  

Green	  TV	  
4160/V/30000	  
0606/0760/0606	  
	  

Moradokthai	  
3880/V/30000	  
0207/0307/0207	  
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Recently,	  some	  local	  satellite	  channels	  have	  migrated	  from	  Thaicom5	  to	  Thaicom6A.	  We	  
have	  acknowledged	  the	  changes,	  and	  we	  are	  correcting	  our	  BETA	  Satellite	  STBs	  through	  
OTA	  updates.	  The	  OTA	  updates	  will	  work	  for	  2nd	  Gen	  M89	  (Black	  case	  with	  3	  silver	  
buttons),	  and	  3rd	  Gen	  M89	  (Black	  Case	  with	  6	  soft-‐buttons).	  Turn	  the	  OTA	  function	  to	  "ON"	  
in	  the	  Tools	  menu.	  If	  you	  are	  the	  current	  owners	  of	  1st	  Gen	  M89,	  you	  need	  to	  change	  the	  
frequency,	  symbol	  rate,	  and	  the	  PIDs	  through	  the	  unit	  remote	  controller.	  

On	  the	  unit	  remote	  controller:	  
	  
1.	  Press	  OK	  to	  bring	  up	  the	  preview	  screen.	  
	  
2.	  Highlight	  the	  channel	  that	  you	  want	  to	  edit.	  
	  
3.	  Press	  "4"	  digit	  button	  on	  your	  remote	  control.	  	  
	  
4.	  Key	  "0000"	  in	  the	  prompt	  and	  press	  "OK".	  
	  
5.	  Move	  up	  and	  down	  to	  edit	  each	  item.	  
	  
6.	  Once	  you	  are	  done	  with	  editing	  then	  press	  "SAVE".	  
	  
The	  following	  are	  channels	  that	  is	  affected	  by	  the	  migration:	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  



	  

BBTV-7	  	  
3825/H/04702	  
1160/1120/1160	  

CH-6	  
4120/H/30000	  
0302/0402/0302	  
	  

Bluesky	  Ch	  
4120/H/30000	  
0312/0412/0312	  
	  

Dailynews	  
4120/H/30000	  
0311/0411/0311	  
	  

PSI	  CH	  
4120/H/30000	  
0301/0401/0301	  
	  

Workpoint	  
4120/H/30000	  
0609/0781/0609	  
	  

Hit	  Ch	  
4120/H/30000	  
0306/0406/0306	  
	  

Amarin	  Ch	  
4120/H/30000	  
0304/0404/0304	  
	  

ActV	  Channel	  
4160/V/30000	  
0607/0770/0607	  
	  

GMM	  One	  
4160/V/30000	  
0601/0710/0601	  
	  

JKN	  
4160/V/30000	  
0609/0781/0609	  
	  

Starmax	  	  
3800/H/30000	  
0307/0407/0307	  
	  

YOU	  Channel	  
3800/H/30000	  
0308/0408/0308	  
	  

FAN	  TV	  
4160/V/30000	  
0603/0730/0603	  
	  

Sabaidee	  TV	  
3800/H/30000	  
0309/0409/0309	  
	  

BangTV	  
4160/V/30000	  
0604/0740/0604	  
	  

Green	  TV	  
4160/V/30000	  
0606/0760/0606	  
	  

Moradokthai	  
3880/V/30000	  
0207/0307/0207	  
	  

	  

NBT	  
04149/H/04688	  
0308/0650/8190	  
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